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catalyst dots on silicon substrates: It was
found that the CNTs are easily peeled off
the substrates by abrasion or by pulling
with adhesive tape and that the CNTs
might also be pulled off the substrates by
application of strong electric fields.

ALD is a previously developed vapor-
phase thin-film-growth technique. The
full name of the technique reflects the
fact that it is possible to tailor the film
thickness to a precision of the order of
a single layer of deposited atoms and,
thus, to form a highly uniform, confor-
mal coating. ALD differs from conven-
tional chemical vapor deposition, in
which material is deposited continually
by thermal decomposition of a precur-
sor gas. In ALD, material is deposited
one layer of atoms at a time because
the deposition process is self-limiting
and driven by chemical reactions be-
tween the precursor gas and the sur-
face of the substrate or the previously
deposited layer. In order to enable
growth of the next layer, it is necessary
to first effect an activation subprocess
that imparts the needed chemical reac-
tivity to the surface. Thus, the thick-
ness of the deposit can be tailored by

simply choosing the number of activa-
tion/growth cycles.

The use of ALD for coating CNTs to
increase adhesion was demonstrated in
experiments on specimens comprising
multiwalled CNTs grown to lengths of
hundreds of microns extending away
from 2.5-nm-thick iron catalyst layers on
silicon substrates. The CNTs were coated
with Al2O3 by ALD using trimethoxyalu-
minum and water vapor as precursor
gases at a growth temperature of 250 °C.
The Al2O3 was deposited to a thickness
of 170 nm in 1,700 activation/growth cy-
cles. Preparation of the specimen sur-
faces prior to ALD was found to be nec-
essary for the success of the ALD:
Specifically, it was found to be necessary
to heat the specimens in air at a temper-
ature of 500 °C to increase the density of
hydroxyl groups on the substrate and
CNT surfaces that enable formation of
covalent bonds with the Al2O3 deposits.
In the absence of such preparation, the
Al2O3 deposits separated from the sub-
strate surfaces.

The adhesion strengths of the ALD-
coated CNTs were quantified by pull
tests using known weights. For example,

in the case of one specimen containing
an array comprising 5-µm-diameter bun-
dles of CNTs separated by 5-µm gaps, the
measured adhesion strength was 1.23
MPa. It should be noted that this meas-
urement sets a lower bound inasmuch as
the strength value was calculated by di-
viding the applied force by the specimen
area. After accounting for the fact that
the entire specimen area was not cov-
ered by CNTs, the adhesion strength was
estimated to be >10 MPa.

This work was done by Eric W. Wong,
Michael J. Bronikowski, and Robert S. Kowal-
czyk of Caltech for NASA’s Jet Propulsion Lab-
oratory. 
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Alternating-Composition Layered Ceramic Barrier Coatings 
These coatings are expected to be more durable, relative to prior thermal/environmental
barrier coatings.
John H. Glenn Research Center, Cleveland, Ohio 

Ceramic thermal and environmental
barrier coatings (T/EBCs) that contain
multiple layers of alternating chemical
composition have been developed as
improved means of protecting underly-
ing components of gas-turbine and
other heat engines against both corro-
sive combustion gases and high temper-
atures. A coating of this type (see fig-
ure) is configured using the following
layers: 
• An outer, or top oxide layer that has a

relatively high coefficient of thermal
expansion (CTE) and serves primarily
to thermally protect the underlying
coating layers and the low-CTE ce-
ramic substrate structural material
(the component that is ultimately
meant to be protected) from damage
due to exposure at the high tempera-
tures to be experienced in the appli-
cation; 

• An inner, or bottom silicon-contain-
ing/silicate layer, which is in contact
with the substrate, has a low CTE and

Outer Oxide Layer (e.g., Hafnia + Yttria)
Typically 15 Mils Thick

Oxide-Containg Layers
(e.g., Hafnia + Yttria)

Silicon-Containg
Layers (e.g., Mullite)

Inner Silicon-Containing
Layer (e.g., Mullite + Barium
Strontium Aluminum Silicate)

Typically 5 Mils Thick

Ceramic Substrate (e.g., SiC)

Alternating-Composition Intermediate Layers dissipate strain energy arising from the thermal-expan-
sion mismatch between the inner and outer coating layers.
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serves primarily to keep environmental
gases away from the substrate; and 

• Multiple intermediate layers of alter-
nating chemical composition (and,
hence, alternating CTE).
The intermediate alternating-compo-

sition coating layers are chemically com-
patible with themselves as well as with
the inner and outer coating layers.
These intermediate coating layers act as
an energy-dissipating interlayer: they dis-
sipate strain energy associated with the
CTE mismatch between the inner and
outer coating layers, thereby reducing
stresses and helping to increase (relative
to prior ceramic T/EBCs) coating resist-
ance to cracking and delamination from
the substrate surface.

Typically, there are between four and
ten alternating-composition intermediate
layers, comprising higher-CTE oxide lay-
ers interspersed with lower-CTE silicate
layers, each layer having a thickness be-
tween 5 and 50 µm. The compositions of
the oxide and silicate alternating layers
can be the same as those of the outer and
inner layers, respectively. Alternatively,
different oxide and silicate compositions

can be chosen to increase tolerance of
strain, resistance to cracking, and/or pro-
tection against chemical attack by gases
in any intended application.

During thermal cycling, the alternating
layers become regions of alternating ten-
sion and compression. This stress and
strain configuration facilitates microseg-
mentation in the oxide layers while main-
taining effective compression in the sili-
cate layers. As a consequence, the
thermal expansion of the energy-dissipat-
ing interlayer is reduced, stresses are re-
duced, and tolerance of strain is greatly
enhanced. Cracking that starts in the
outer oxide layer of the coating is ar-
rested within the alternating layers be-
cause of the compressive stress in the sili-
cate alternating layers and the tendency
toward deflection and/or bifurcation of
cracks at the interfaces between the alter-
nating layers. Moreover, during cooling,
the compression in the silicate alternat-
ing layers helps to ensure the integrity of
the overall coating system in its role as an
environmental barrier by helping to pre-
vent penetration of combustion gases to
the surface of the substrate.

The thickness of the alternating
oxide and silicate layers are quite de-
pendent on the intended engine appli-
cation. A thicker-silicate-layer/thinner-
oxide-layer structure could increase the
strain tolerance of the coating and pro-
tect the substrate (or engine compo-
nent in application) from the hot gases
in the engine environment; however, on
the other hand, a slightly thinner sili-
cate-layer next to a slightly thicker
oxide-layer structure could increase the
coating’s resistance to stress and pene-
tration of any damaging gas-con-
stituents through cracks, potentially re-
acting with the substrate.

This work was done by Robert A. Miller of
Glenn Research Center and Dongming Zhu
of the U. S. Army Research Laboratory. Fur-
ther information is contained in a TSP (see
page 1).
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